
TYPE YH

H-TAP COPPER CRIMPIT™
(Continued)

TABLE 3 INSTALLATION TOOLING + DIMENSIONS

• Use PUADP-1 adaptor with U dies in Y46.
▲ See tooling section of this catalog for complete tool and

die listings.
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* Not CSA approved.
Note: All H-Taps ROHS compliant.
Note: All dimensions shown are for reference only.

BURNDY Kit Catalog Number ▲ Tooling († No. of Crimps)
Catalog Flame Retardant Cover Color ▲ Die Index & Strip
Number Clear Black ‡ Fig. No. Y35 † Y750 † Y46* † Code Embossment H W L Length
YH4444 YH4444WCC YH4444WC
YH4434* YH4434WCC* YH4434WC

1 — — — — P1102 1 White 1102 3.38 1.70 1.00 1-1/8�

YH4429 YH4429WCC YH4429WC 5 PYFR 1 Yellow K-R 3.22 1.70 1.00 1-3/8�

YH3939 YH3939WCC YH3939WC 1 — — — — PYFR 1 Yellow K-R 2.97 1.50 1.25 1-3/8�

YH3931 YH3931WCC YH3931WC 2 — — — — PYFR 1 Yellow K-R 2.97 1.50 .95 1-1/16�

U1104M 1 P1104
YH3434 YH3434WCC YH3434WC 1 — —

U1104 2 U1104M
1 Brown 1104 2.43 1.15 1.00 1-1/8�

U1104M 1 P1104
YH3429 YH3429WCC YH3429WC 2 — —

U1104 2 U1104M
1 Brown 1104 2.23 1.31 1.00 1-1/8�

U654
YH2929 YH2929WCC YH2929WC 1 — — U654 1

P654
1 Purple 654 1.85 .90 .90 1-1/16�

U654
YH292C YH292CWCC YH292CWC 3 — — U654 1

P654
1 Purple 654 1.52 .90 .90 1-1/16�

U654
YH298C YH298CWCC YH298CWC 3 — — U654 1

P654
1 Purple 654 1.52 .90 .90 1-1/16�

YH2C2C YH2C2CWCC YH2C2CWC 4 U-C 1 U-C 1 U-C 1 Brown C 1.25 .60 .75 7/8�

YH6C6C YH6C6CWCC YH6C6CWC 1 UBGRT 1 UBGRT 1 UBGRT 1 Orange BG .81 .39 .60 3/4�

YH8C8C YH8C8CWCC YH8C8CWC 1 U11T-1 1 U11T-1 1 U11T-1 1 Green 11 .63 .40 .60 3/4�

C-105

BURNDY® Compression Connections
Copper Compression — H-Tap

Blue highlighted items are industry standard and most frequently ordered.


