
in-line Modular adapter (4, 6, and 8-wire)
In-line banjo modular adapters permit testing on working lines without disrupting service .  
Quickly determine whether the trouble is in the phone or in the line .

• Easily complete testing and obtain circuit access on working lines without disrupting service 

• Clear circuit markings on the sides and bottom of the unit

• Test line status with the 4-wire modular adapter 

4-wire Standard Modular adapter
Provide a quick connect to modular telephone jacks using any standard butt-in test set equipped 
with spring clips .

• Easily complete testing and obtain circuit access on working lines without disrupting service 

• Clear circuit markings on the sides and bottom of the unit

• Test line status with the 4-wire modular adapter 

Model Description

19800009 TS19 test set with ABN

19800003 TS19 test set with banana jacks to alligator clips

TS®19 Test Set 
The TS19 test set combines all the essential test set features at an affordable price . This test set 
was specifically designed for in-house telecom technicians . Its high impedance monitor prevents 
accidental disruption of service from clipping onto a data line while in Monitor Mode, thus  
ensuring the integrity of critical data lines . Features such as tone (DTMF) or pulse operation, 
talk/monitor capabilities, polarity test button and last number redial make this test set the  
perfect combination of features and price .

• High impedance DataSafe™ operation in monitor mode 

• Tone (DTMF) and pulse operation and last number redial 

• Polarity indication in talk mode

Model Description

10113000 4-wire modular adapter

10210100 4-wire in-line modular adapter

10210101 4-wire in-line modular adapter with K-plug

10220100 6-wire in-line modular adapter

10220101 6-wire in-line modular adapter with K-plug

10230100 8-wire in-line modular adapter

10230101 8-wire in-line modular adapter with K-plug

Spare Modular adapter Cords (standard and K-plugs)
In-line banjo modular adapters feature replaceable adapter cords which enable broken jack  
clips to be replaced without discarding the entire unit . K-plug versions have rugged jack clips .
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