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50 SDS+ ROTARY HAMMERS & DUST EXTRACTION20V MAX* VACUUMS & ROTARY LASERS

SPECIFICATIONS
Voltage 18V, 20V MAX*

Tank Size 2 gal

Hose Diameter 1-1/4"

Hose Length 5'

Blower Yes

Tool Weight (Tool only) 10.0 lbs

Includes HEPA Filter

20V MAX* VACUUMS

20V MAX* ROTARY LASERS

1/2 Gallon Wet/Dry Portable Vacuum
DCV517B

SPECIFICATIONS
Voltage 20V MAX*

Tank Size 1/2 gal

Hose Diameter 1-1/4"

Hose Length 2-1/2'

Blower No

Tool Weight (Tool only) 3.8 lbs

Includes HEPA Filter

AVAILABLE
DCV517B Batteries and Charger Sold Separately.

DCV517M1 Also Includes: (1) 20V MAX* XR® Lithium Ion Battery (4.0 Ah)
and Charger

DCV517M1

2 Gallon Wet/Dry Vacuum
DCV580H

2 Gallon Corded/Cordless 
Wet/Dry Vacuum
DCV581H

SPECIFICATIONS
Voltage 18V, 20V MAX*

Tank Size 2 gal

Hose Diameter 1-1/4"

Hose Length 5'

Blower Yes

Tool Weight (Tool only) 10.5 lbs

Includes HEPA Filter

Red Rotary Laser
DW074LR

SPECIFICATIONS
Laser Type / Color Rotary / Red

Working Range 1500'

Accuracy +/- 1/8" at 100'

Laser Class 3

Rotation Speeds 150/300/600/1200 rpm

# of Spots / Slopes 1/1

IP Rating 54

Runtime‡ Up to 96 hrs

Tool Weight (Tool only) 2.0 lbs

Includes

(1) 20V MAX* Lithium Ion Battery (2.0 
Ah), Charger, Detector, 5/8" Tripod 
Adapter, Target Card, Enhancement 
Glasses, Ceiling Bracket, Detector 
Bracket, and TSTAK® Case

AVAILABLE
DW074LRT Also Includes: Tripod

DW074LRTR Also Includes: Tripod and Rod

SPECIFICATIONS
Laser Type / Color Rotary / Red

Working Range 2000'

Accuracy +/- 1/16" at 100'

Laser Class 3

Rotation Speeds 150/300/600/1200 rpm

# of Spots / Slopes 2, 2

IP Rating 67

Runtime‡ Up to 96 hrs

Tool Weight (Tool only) 2.0 lbs

Includes

(1) 20V MAX* Lithium Ion Battery (2.0 
Ah), Charger, Detector, 5/8" Tripod 
Adapter, Target Card, Enhancement 
Glasses, Ceiling Bracket, Detector 
Bracket, and TSTAK® Case

AVAILABLE
DW079LRT Also Includes: Tripod

DW079LRTR Also Includes: Tripod and Rod

SPECIFICATIONS
Laser Type / Color Rotary / Green

Working Range 2000'

Accuracy +/- 1/16" at 100'

Laser Class 3

Rotation Speeds 150/300/600/1200 rpm

# of Spots / Slopes 2, 2

IP Rating 67

Runtime‡ Up to 96 hrs

Tool Weight (Tool only) 2.0 lbs

Includes

(1) 20V MAX* Lithium Ion Battery (2.0 Ah), 
Charger, Detector, 5/8" Tripod Adapter, 
5/8" Bracket Adapter, Target Card, 
Enhancement Glasses, Ceiling Bracket, 
Detector Bracket, and TSTAK® Case

AVAILABLE
DW079LGT Also Includes Tripod

DW079LGTR Also Includes: Tripod and Rod

Tough Red Rotary Laser
DW079LR

Tough Green Rotary Laser
DW079LG


